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Simple management platform main interface

KVM Easy management platform

3.0.1 Menu introduction 

File->Exit 

Exit is to close the software. 

Device management->Add device 

Click this button to enter and add the KVM device we 

want to manage.

Mainly input the name of the device ( taken by the user 

as required), the IP address of the device, and click 

"Save" to add it. After the addition is successful, the 

device that has been added will appear on the left side 

of the main interface.

Delete KVM device

Select the kvm device to be deleted on the left, and then 

click the button "Delete this kvm device" on the lower 

right to delete the device.

View and modify KVM device information

Click on a kvm device on the left, and the kvm informa

tion will appear on the right, we can modify the informa

-tion, and finally click the "Save" button.

-

Device Management -> Device List

When we are not browsing in the main interface, we can click 

the button"device list" to return to the main interface

Device Management Port Cluster ->

Only KVM session operation can be performed on this 

interface, and you can quickly switch between different 

KVMs.

Configuration options -> clean up account information

The user name and password ( if you choose to save) of 

our login to the kvm device will be stored locally, and you 

can delete the locally saved user name and password by 

clicking the button "Clear account information".

Platform management

The platform management is to manage our simple centra

-lized management software. You can check which users 

and the permissions of each user through the user list, 

and you can create new users.

Platform Management->User List

We can see that there is only one default user admin on 

the current platform.
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Platform user rights description

Remove/add 
kvm device Login kvm

Port cluster 
management

user

Device 
administrator

Help->Environment

Click on the button "Environment" to see information 

about the environment in which the system is running.

3.1 Log in to the device

When the KVM switch system is started, a login interface 

will appear on the local console. The device has a built- in 

administrator account, the user name is admin, and the 

initial password is 12345. After the first successful login to 

the device, you can modify the password or create an 

account. (Since the local console and desktop graphical 

user interface are basically the same, all the explanations 

below are based on the desktop interface and are also 

applicable to the local console)

After the device leaves the factory, the default IP address 

is 192.168.1.101. You can configure the network through 

the local console. Then enter the kvm through the desktop 

simple cluster management software to operate and 

manage. Enter the login interface from the main interface, 

you can double-click a kvm device on the left to enter the 

login interface, or you can tick to choose a kvm device on 

the left, and then click the button "enter the kvm device" 

on the right to enter login interface.

Enter the user name and password of kvm in the login 

interface, if you tick the "Save" check box, and click 

the login button, the user name and password can be 

save locally at same time.

After successful login, the "Target Device" interface 

opens by default. It lists the information of all ports, 

including the target machine name (CIM naming), CIM 

type, online status and access hyperlink.

3.2 Remote session

When you successfully log in to the remote console, the 

"Target Device" interface will open. This interface lists all 

target servers connected to the device port and their status 

and availability, and can provide access to the target 

server. When the CIM module of the target server is online, 

and the physical connection is correct, click the "session" 

hyperlink of the operation item of this port, and the remote 

client interface of the target machine will pop up.
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